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Code Compliance Report 

* * This Report must be Posted 

on the Job Site * * 

May 24, 2012 

 

Housing and Redevelopment Authority of St Paul 

25 4th St W Unit 1100 

Saint Paul MN 55102-1634 

 

 

Re: 775 Magnolia Ave E  

File#: 12 034371 VB2 

 

Dear Property Owner: 

 

The following is the Code Compliance report you requested on May 03, 2012. 

 

Please be advised that this report is accurate and correct as of the date May 24, 2012.  All 

deficiencies identified by the City after this date must also be corrected and all codes and 

ordinances must be complied with.  This report is valid for 365 days from May 24, 2012.  

This report may be used in lieu of a Truth in Housing Report required in St Paul Legislative 

Code 189.  This building must be properly secured and the property maintained at all times. 

 

In order to sell or reoccupy this property the following deficiencies must be corrected: 

 

BUILDING Inspector:  Jim Seeger Phone:  651-266-9046 

• Dry out basement and eliminate source of moisture. 

• Remove mold, mildew and moldy or water damaged materials. 

• Install handrails (34 inches - 38 inches above each nosing) and guardrails (36 inch 

minimum) at all stairways, and return hand rail ends into a newel post or wall per 

attachment. 

• Repair or Replace any deteriorated window sash, broken glass, sash holders, re-putty, etc 

as necessary. 

• Provide complete storms and screens, in good repair for all door and window openings. 

• Provide functional hardware at all doors and windows 

• Exit doors shall be capable of being opened from the inside, easily and without the use of 

a key.  Remove all surface bolts. 

• Repair or replace damaged doors and frames as necessary, including storm doors. 

• Install floor covering in bathroom and kitchen that is impervious to water. 

• Repair walls, ceiling and floors throughout, as necessary. 

• Prepare and paint interior and exterior as necessary.  Observe necessary abatement 

procedures (EPA, MPCA and St. Paul Legislative Code, Chapter 34 for additional 

information) if lead base paint is present. 

• Provide fire block construction as necessary and seal chases in basement ceiling. 
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BUILDING Inspector:  Jim Seeger Phone:  651-266-9046 

• Air-seal and insulate attic/access door. 

• Install Smoke Detectors/Carbon Monoxide Detectors per MN Conservation Code and the 

MN Dept. of Labor and Industry:  Install per code where feasible. 

• Provide major clean-up of premises. 

• Repair siding, soffit, fascia, trim, etc. as necessary. 

• Provide proper drainage around house to direct water away from foundation of house. 

• Provide proper drainage around house to direct water away from foundation of garage. 

• Review all applicable codes & policies when replacing windows including egress 

windows for sleeping rooms. 

• Openings in stair risers must be less than 4 inches. 

• Grade must drain away from foundation of dwelling.  Maintain 6 inch clearance between 

wood and soil. 

• Repair brick at top of chimney. 

• Re level front porch. 

• Replace front steps at street. 

• Repair foundation covering and properly slope flashing at top away from house. 

• Repair or replace front and rear sidewalks. 

• Property repair rear west side fence or replace. 

• Insure pool fence secure. 

• Install code approved post and plinth blocks in basement. 

• Install tempered glass in windows on landings, in stair windows and over bath tubs to 

meet code. 

• Supply plans and specs for garage remodel and height variance for tall garage and rebuild 

structure to code.  Also, supply copy of permit sign off's for the garage. 

• Install one hour fire rated separation at west side of garage. 

• Repair rear yard deck and steps to code 

• A building permit is required to correct the above deficiencies. 

 

ELECTRICAL Inspector:  Dave Blank Phone:  651-266-9032 

• Ground the electrical service to the water service with a copper conductor within 5 feet of 

the entrance point of the water service 

• Bond around water meter with a copper wire sized for the electrical service per Article 

250 of the NEC 

• Verify/install a separate 20 ampere laundry circuit and a separate 20 ampere kitchen 

appliance circuit 

• Verify that circuit breaker amperage matches wire size 

• Properly strap cables and conduits in basement/ service conduit on the exterior of the 

house. 

• Provide one (1) light for each 200 square feet in unfinished basement.  One light must be 

switched on from the top of the stairs 

• Install globe-type enclosed light fixture on all closet lights 
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ELECTRICAL Inspector:  Dave Blank Phone:  651-266-9032 

• Repair or Replace all broken, missing or loose light fixtures, switches and outlets, covers 

and plates 

• Check all outlets for proper polarity and verify ground on 3-prong outlets 

• Remove any 3-wire ungrounded outlets and replace with 2-wire or ground 3-wire to code 

• Install hard-wired, battery backup smoke detector per bulletin 80-1 and other smoke 

detectors as required by the IRC.  Also, Install carbon monoxide detector(s) within 10 

feet of all bedrooms 

• Replace all painted-over receptacles. 

• Verify/Correct installation of hysromassage tub and in ground pool. 

• All receptacle outlets in second level rear bedroom, front bedroom, living room and 

lower level dining room.  

• Work performed without electrical permit. 

• Based on repair list, purchase permit for 16 circuits. 

• All added receptacles must be grounded, tamper-resistant and be on an Arc-Fault Circuit 

Interrupter-protected circuit. 

• Any open walls or walls that are opened as part of this project must be wired to the 

standards of the current NEC. 

• All buildings on the property must meet the St. Paul Property Maintenance Code 

(Bulletin 80-1). 

• All electrical work must be done by a Minnesota-licensed electrical contractor under an 

electrical permit. 

 

PLUMBING Inspector:  Rick Jacobs Phone:  651-266-9054 

• Basement -  Gas Piping - run dryer vent to code (IFGC 613.1 - IMC 604.1) 

• Basement - Laundry Tub - fixture is broken or parts missing (MPC 0200 0.) 

• Basement -  Laundry Tub - incorrectly vented (MPC 2500) 

• Basement -  Laundry Tub - waste incorrect (MPC 2300) 

• Basement - Laundry Tub - water piping incorrect (MPC 0200 P.) 

• Basement -  Soil and Waste Piping - improper connections, transitions, fittings or pipe 

usage (MPC 2420) 

• Basement -  Soil and Waste Piping - improper pipe supports (MPC 1430 Subp. 4) 

• Basement -  Soil and Waste Piping - no front sewer clean out (MPC 1000) 

• Basement -  Soil and Waste Piping - replace FERNCO fitting on stack located on second 

floor 

• Basement -  Soil and Waste Piping - unplugged or open piping; back pitched piping 

(MPC 1000) 

• Basement - Toilet Facilities - fixture is broken or parts missing (MPC 0200 0.) 

• Basement - Toilet Facilities - unvented (MPC 0200. E) 

• Basement -  Water Heater - gas venting incorrect (IFGC 503) 

• Basement -  Water Heater - not fired or in service (MPC 2180) 

• Basement -  Water Meter - raise meter to a minimum 12 inches above floor (MPC 2280) 

• Basement -  Water Meter - service valves not functional or correct (MPC 1800 Subp 3,4) 
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PLUMBING Inspector:  Rick Jacobs Phone:  651-266-9054 

• Basement -  Water Piping - provide water piping to all fixtures and appliances (MPC 

1700) 

• Basement -  Water Piping - repair or replace all corroded, broken or leaking piping (MPC 

4715.1720) 

• Basement -  Water Piping - run 1 inch water line from meter to first major take off 

(SPRWS Water Code) 

• Exterior -  Lawn Hydrants - Broken or parts missing (MPC 0200 K) 

• Exterior -  Lawn Hydrants - Requires backflow assembly or device (MPC 2000) 

• First Floor -  Laundry - incorrectly vented (MPC 2500) 

• First Floor -  Laundry - waste incorrect (MPC 2300) 

• First Floor - Laundry - water piping incorrect (MPC 0200 P.) 

• First Floor -  Sink - dishwasher waste and water are incorrect 

• First Floor - Sink - unvented (MPC 0200. E) 

• First Floor -  Sink - waste incorrect (MPC 2300) 

• First Floor - Sink - water piping incorrect (MPC 0200 P.) 

• First Floor - Toilet Facilities - fixture is broken or parts missing (MPC 0200 0.) 

• First Floor -  Toilet Facilities - incorrectly vented (MPC 2500) 

• First Floor -  Toilet Facilities - reset toilet to floor 

• First Floor -  Toilet Facilities - waste incorrect (MPC 2300) 

• First Floor -  Shower - Provide a vacuum breaker for the handheld shower (MPC 2000 B) 

• First Floor - Shower - provide anti-scald valve (MPC 1380. Subp. 5) 

• Second Floor -  Lavatory - waste incorrect (MPC 2300) 

• Second Floor -  Toilet Facilities - reset toilet to floor 

• Second Floor -  Tub Provide access (MPC 0900) 

• Second Floor - Tub - faucet is missing, broken or parts missing (MPC 0200. P.) 

• Second Floor -  Tub - fixture is incorrectly installed 

• Second Floor - Tub - water piping incorrect (MPC 0200 P.) 

•    Verify proper venting of all second floor fixtures. 

• Remove all ABS to PVC glued connections and FERNCO connections and re-pipe to 

code. 

• Obtain plumbing permits prior to commencement of work. 

 

HEATING Inspector:  Maureen Hanson Phone:  651-266-9043 

• Clean and Orsat test furnace burner.  Check all controls for proper operation.  Check 

furnace heat exchanger for leak; provide documentation from a licensed contractor that 

the heating unit is safe 

• Vent clothes dryer to code 

• Plug, cap and/or remove all disconnected gas lines and unapproved valves. 
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HEATING Inspector:  Maureen Hanson Phone:  651-266-9043  

• All supply and return ducts for warm air heating system must be clean before final 

approval for occupancy.  Provide access for inspection of inside of ducts or provide 

documentation from a licensed duct-cleaning contractor that the duct system has been 

cleaned. 

• Repair and/or replace heating registers as necessary 

• Provide heat in every habitable room and bathrooms 

• Verify that A/C system is operable, if not repair, replace or remove. 

• Mechanical gas permit is required for the above work. 

 

ZONING 

1.  This property is in a (n) RT1 zoning district. 

2.  This property was inspected as a Single Family Dwelling. 

 

Notes: 

• See attachment for permit requirements and appeals procedure. 

• Most of the roof covering could not be inspected from grade.  Recommend this be done 

before rehabilitation is attempted. 

 

This is a registered vacant building.  In order to sell or reoccupy this building, all 

deficiencies listed on this code compliance report must be corrected in accordance with 

the Minimum Housing Standards of the St. Paul Legislative Code (Chapter 34) and all 

required permits must receive final approval within six (6) months of the date of this 

report.  One (1) six-month time extension may be requested by the owner and will be 

considered if it can be shown that the code compliance work is proceeding and is more 

than fifty (50) percent complete in accordance with Legislative Code Section 33.03(f). 

 

You may file an appeal to this notice by contacting the City Clerk's Office at 651-266-8688.  

Any appeal must be made in writing within 10 days of this notice.  (You must submit a copy 

of this notice when you appeal, and pay a filing fee.) 

 

If you have any questions regarding this inspection report, please contact Jim Seeger between 

7:30 - 9:00 AM at 651-266-9046 or leave a voice mail message. 

 

Sincerely, 

 

 

James L. Seeger 

Code Compliance Officer 

Phone:  651-266-9046 

Email:   james.seeger@ci.stpaul.mn.us 

 

JLS:ml 

Attachments 



Neighborhood Energy Connection 

Residential Energy Specification 

Customer: City of Saint Paul Auditor:Terry Cagle-Kemp 

Address: 775 Magnolia Ave E Phone:651-221-4462 x122 

      

Spec ID#Spec Title Specification Location / Notes 

104 

Replace Furnace with 95% 

AFUE, Multi-stage, Forced Air 

Furnace 

Remove existing furnace, recycle all metal components and 

dispose of all other materials in a code legal dump.  Install a 

new ENERGY STAR rated, gas-fired, multi-stage burner, forced 

air furnace with a minimum AFUE rating of 95%+ and ECM 

Motor with 2" rise above floor.  Connect to existing duct work 

and gas line.  New furnace to be vented with PVC piping per 

manufacturer's specifications.  New furnace will have minimum 

limited warranties of 20 years on heat exchangers; 5 years on 

parts.  Include auto setback thermostat controls, vent pipe & 

new shut-off valve.  Rework cold air return if necessary to 

ensure easy access, good fit & easy replacement of air filter.  An 

exterior return air filter box shall be installed on one side, both 

sides or bottom of new furnace.  Seal all exposed duct joints 

with duct mastic.  Remove all existing cloth duct tape prior to 

installing mastic.     



304 
Replace Water Heater with 

Power Vented .65 EF 

Replace water heater with a power-vented water heater with 

an EF of .65 or greater.  Include pressure & temperature release 

valve, discharge tube to within 6" of floor and PVC flue to 

power vent to exterior.   

310 
Replace Central Air 

Conditioning Unit 

Install 16 SEER, 13 EER split system central air conditioning unit, 

following local building code.  Using OEM performance 

information and industry-approved procedures, confirm that 

the selected equipment satisfies/meets the load requirements 

at the system design conditions.    

500 Seal Attic Bypasses 

Contractor shall seal all attic bypasses. Bypasses shall be 

defined as any break in the envelope of a house between a 

heated living space and an unheated area or exterior.  Bypass 

locations include, but are not limited to, the following areas: 

chimneys, soil stacks, end walls, dropped ceilings, open 

plumbing walls, beneath kneewalls and around duct work, 

electrical work and attic access points. Bypasses shall be sealed 

in such a manner that the movement of air through the bypass 

is essentially stopped. "Essentially stopped" means that air 

leakage will not be detected by an infrared scan when the 

house is pressurized to 30 Pascals. Materials to be used for 

sealing bypasses depend on the size and location of the bypass 

and meet code requirements. These materials include high 

quality caulks (20-year life span), polyethylene rod stock, foam, 

sheetrock, sheet metal, extruded polystyrene and densely 

packed insulation.   



510 Blow Open Attic to R-50 

All bypasses shall be sealed before insulating in such a manner 

that the movement of air through the bypass is essentially 

stopped. "Essentially stopped" means that air leakage will not 

be detected by an infrared scan when the house is pressurized 

to 30 Pascals.  Blow insulation to depth indicated on 

manufacturer's coverage chart, consistently and evenly to R-50.  

Insulation in the peak attic must be marked with a ruler to 

measure depth and a sign with the number of bags used and 

the date of the installation.   

524 Insulate Flat Roof 

All bypasses shall be sealed before insulating in such a manner 

that the movement of air through the bypass is essentially 

stopped. "Essentially stopped" means that air leakage will not 

be detected by an infrared scan when the house is pressurized 

to 30 Pascals.  Insulate to R-50.  If there is not enough room, 

insulate to capacity. 

 This refers to the ceiling of the first floor back 

room under 2
nd

 floor porch. 

800 Air Seal Rim Joist Seal cracks and holes in rim joist using caulk, foam or other air 

tight materials.   

910 Insulate crawl space ceiling 

Install poly on the ground.  Crawl space shall be insulated by 

installing 6" (R19) encapsulated fiberglass batts permanently 

and directly against the floorboards above.  Alternatively, spray 

cavities to R-19.  first floor back room 

1000 
Install ENERGY STAR Rated 

Kitchen Fan 
Install an ENERGY STAR rated exhaust fan connected with 

insulated rigid ductwork into a dampered vent.    



1010 
Install ENERGY STAR Rated 2-

stage Bathroom Fan 

Install an ENERGY STAR rated two-speed bathroom fan .8 sones 

or less, with a pre-set low-speed of 10-30 CFM and a high-speed 

boost capability of 70-110 CFM initiated by a wall switch or 

motion detector.   Vent bathroom fan using rigid duct and 

insulated with fiberglass and vented out with dampered roof 

vent.   

1200 
Replace incandescents with 

CFLs 

Replace incandescent bulbs with ENERGY STAR rated compact 

fluorescent lights.   Install fixtures that meet the lighting needs 

of the particular area.   

1210 
Install ENERGY STAR Rated 

Washing Machine 

Connect new ENERGY STAR rated clothes washer sized 

appropriately for the household.  Use braided steel water 

supply lines and a smooth rubber drain line connected to a 2 

inch drain with trap.  Remove existing washer, recycle all metal 

components and dispose of all other materials in a code legal 

dump.   

1212 
Install ENERGY STAR Rated 

Dishwasher 

Install ENERGY STAR rated dishwasher including all alterations 

and connections to plumbing and electric system.  Remove 

existing dishwasher, recycle all metal components and dispose 

of all other materials in a code legal dump.   

1214 
Install ENERGY STAR Rated 

Refrigerator 

Install ENERGY STAR rated refrigerator sized appropriately for 

the household.  Remove existing refrigerator, recycle all metal 

components and dispose of all other materials in a code legal 

dump.   
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Asbestos Report Summary 
By: POLARIZING LIGHT MICROSCOPY 

PROJECT: 775 Magnolia Ave. E.; 1596-12S-T CEI LAB CODE: A12-3540

Client ID Lab ID Color Sample Description
ASBESTOS

%Layer

METHOD: EPA 600 / R93 / 116 and EPA 600 / M4-82 / 020

A1282285A Grey Transite ChrysotileM-1 15%

A1282285B Black Tarpaper Chrysotile <1%

A1282286 Grey Stucco None DetectedM-2

A1282287 Off-white Paper Under Siding ChrysotileM-3 65%

A1282288 Off-white Glazing None DetectedM-4

A1282289 Off-white Glazing None DetectedM-5

A1282290 Brown Insulation ChrysotileM-6 65%

Layer 1 A1282291 Off-white,White Plaster Skim Coat None DetectedM-7

Layer 2 A1282291 Grey Plaster Base Coat None Detected

A1282292 Off-white Sheetrock Composite None DetectedM-8

A1282293A Grey Floor Tile None DetectedM-9

A1282293B Clear Mastic None Detected

A1282294A Tan Floor Tile None DetectedM-10

A1282294B Brown Mastic None Detected

A1282295 Off-white Flooring None DetectedM-11

A1282296A Tan Floor Tile ChrysotileM-12 3%

A1282296B Tan,Black Mastic None Detected

A1282297 Green Floor Tile None DetectedM-13

A1282298 Black Sheet Flooring None DetectedM-14

Layer 1 A1282299 Purple Textured Surface Material None DetectedM-15

Layer 2 A1282299 White Plaster Skim Coat None Detected

Layer 1 A1282300 White Textured Surface Material None DetectedM-16

Layer 2 A1282300 White Plaster Skim Coat None Detected

A1282301 Brown Adhesive None DetectedM-17

A1282302A Black Floor Tile None DetectedM-18

A1282302B Clear Mastic None Detected

A1282303A Black Floor Tile None DetectedM-19

A1282303B Clear Mastic None Detected
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A12-3540

Date Received: 04-25-12

Date Reported: 04-25-12

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: AllPhase Companies, Inc.
404-A St. Croix Trail, North
Lakeland, MN 55043

Project:  775 Magnolia Ave. E.; 1596-12S-T

Fibrous

Grey
TransiteM-1

A1282285A
Homogeneous

Fibrous
Tightly Bound

85% Binder 15% Chrysotile

Black
TarpaperA1282285B 25%Homogeneous

Non-fibrous
Bound

Lab Notes: Analyst Opinion: tarpaper contaminated from positive transite

50%
25%

Cellulose Tar
Silicates

<1% Chrysotile

Grey
StuccoM-2

A1282286
Homogeneous

Non-fibrous
Bound

50%
35%
15%

Binder
Calc Carb
Silicates

None Detected

Off-white
Paper Under SidingM-3

A1282287
15%Homogeneous

Fibrous
Loosely Bound

20%Cellulose Binder 65% Chrysotile

Off-white
GlazingM-4

A1282288
Heterogeneous

Non-fibrous
Bound

50%
35%
15%

Binder
Calc Carb
Silicates

None Detected

Off-white
GlazingM-5

A1282289
Heterogeneous

Non-fibrous
Bound

50%
35%
15%

Binder
Calc Carb
Silicates

None Detected

Brown
InsulationM-6

A1282290
15%Heterogeneous

Fibrous
Loosely Bound

20%Cellulose Binder 65% Chrysotile
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A12-3540

Date Received: 04-25-12

Date Reported: 04-25-12

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: AllPhase Companies, Inc.
404-A St. Croix Trail, North
Lakeland, MN 55043

Project:  775 Magnolia Ave. E.; 1596-12S-T

Fibrous

Off-white,White
M-7

A1282291

Heterogeneous

Non-fibrous
Loosely Bound

70%
20%
10%

Calc Carb
Silicates
Paint

None Detected
Layer 1 Plaster Skim Coat

Grey
Plaster Base Coat

A1282291
<1%Homogeneous

Fibrous
Bound

75%
25%

Hair Silicates
Binder

None DetectedLayer 2

Off-white
Sheetrock CompositeM-8

A1282292
15%Heterogeneous

Fibrous
Loosely Bound

60%
20%
5%

Cellulose Gypsum
Calc Carb
Paint

None Detected

Grey
Floor TileM-9

A1282293A
Heterogeneous

Non-fibrous
Tightly Bound

50%
35%
15%

Vinyl
Calc Carb
Silicates

None Detected

Clear
MasticA1282293B 5%Homogeneous

Non-fibrous
Tightly Bound

75%
20%

Cellulose Mastic
Silicates

None Detected

Tan
Floor TileM-10

A1282294A
Heterogeneous

Non-fibrous
Tightly Bound

50%
35%
15%

Vinyl
Calc Carb
Silicates

None Detected

Brown
MasticA1282294B 5%Homogeneous

Non-fibrous
Tightly Bound

75%
20%

Cellulose Mastic
Silicates

None Detected

Off-white
FlooringM-11

A1282295
50%Heterogeneous

Fibrous
Bound

50%Cellulose Vinyl None Detected
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A12-3540

Date Received: 04-25-12

Date Reported: 04-25-12

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: AllPhase Companies, Inc.
404-A St. Croix Trail, North
Lakeland, MN 55043

Project:  775 Magnolia Ave. E.; 1596-12S-T

Fibrous

Tan
Floor TileM-12

A1282296A
Heterogeneous

Non-fibrous
Bound

60%
25%
15%

Vinyl
Calc Carb
Silicates

3% Chrysotile

Tan,Black
MasticA1282296B 10%Heterogeneous

Non-fibrous
Bound

70%
20%

Cellulose Mastic
Silicates

None Detected

Green
Floor TileM-13

A1282297
Heterogeneous

Non-fibrous
Bound

60%
25%
15%

Vinyl
Calc Carb
Silicates

None Detected

Black
Sheet FlooringM-14

A1282298
40%
10%

Heterogeneous

Fibrous
Bound

45%
5%

Cellulose
Fiberglass

Vinyl
Mastic

None Detected

Purple
M-15

A1282299

Heterogeneous

Non-fibrous
Bound

50%
50%

Calc Carb
Paint

None Detected
Layer 1 Textured Surface

Material

White
Plaster Skim Coat

A1282299
Homogeneous

Non-fibrous
Loosely Bound

70%
30%

Calc Carb
Binder

None DetectedLayer 2

White
M-16

A1282300

Heterogeneous

Non-fibrous
Loosely Bound

60%
30%
10%

Calc Carb
Binder
Foam

None Detected
Layer 1 Textured Surface

Material

White
Plaster Skim Coat

A1282300
Homogeneous

Non-fibrous
Loosely Bound

70%
30%

Calc Carb
Binder

None DetectedLayer 2
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A12-3540

Date Received: 04-25-12

Date Reported: 04-25-12

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: AllPhase Companies, Inc.
404-A St. Croix Trail, North
Lakeland, MN 55043

Project:  775 Magnolia Ave. E.; 1596-12S-T

Fibrous

Brown
AdhesiveM-17

A1282301
10%Heterogeneous

Non-fibrous
Bound

90%Cellulose Mastic None Detected

Black
Floor TileM-18

A1282302A
Heterogeneous

Non-fibrous
Tightly Bound

50%
35%
15%

Vinyl
Calc Carb
Silicates

None Detected

Clear
MasticA1282302B 5%Heterogeneous

Non-fibrous
Bound

75%
20%

Cellulose Mastic
Silicates

None Detected

Black
Floor TileM-19

A1282303A
Heterogeneous

Non-fibrous
Tightly Bound

50%
35%
15%

Vinyl
Calc Carb
Silicates

None Detected

Clear
MasticA1282303B 5%Heterogeneous

Non-fibrous
Bound

75%
20%

Cellulose Mastic
Silicates

None Detected
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LEGEND: Non-Anth = Non-Asbestiform Anthophylite
Non-Trem = Non-Asbestiform Tremolite
Calc Carb = Calcium Carbonate

The detection limit for the method is <1% by visual estimation and 0.25% by 400 point counts or 0.1%
by 1,000 point counts.

Due to the limitations of the EPA 600 Method, nonfriable organically bound materials (NOBs) such as
vinyl floor tiles can be difficult to analyze via polarizing light microscopy (PLM). EPA recommends that
all NOBs analyzed by PLM, and found not to contain asbestos, be further analyzed by Transmission
Electron Microscopy (TEM). Please note that PLM analysis of dust and soil samples for asbestos is not
covered under NVLAP accreditation.

This report may not be reproduced, except in full, without written approval by CEI LABS. CEI LABS
makes no warranty representation regarding the accuracy of client submitted information in preparing
and presenting analytical results. This report may not be used by the client to claim product
endorsement by NVLAP or any other agency of the U. S. Government. 

ANALYST: APPROVED BY:
Tianbao Bai, Ph.D.
Laboratory Director

Susannah Small

CEI Labs, 107 New Edition Court, Cary, NC 27511, Phone: (866) 481-1412

METHOD: EPA 600 / R93 / 116 and EPA 600 / M4-82 / 020
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